
PERFORMANCE SUBWOOFERS

G1 woofers sport a 2-inch, 4-Layer voice coil, patented RadialVent® cooling, and our unique SureSet™ impedance selection/

overdrive protection; features that not only allow the woofer to handle more power but also add a level of reliability not 

available from competitors at any price point.  Compact depth allow the G1 to fit into limited depth enclosures, as little as 

4 1⁄4” for the G108. Add in stunning design, high-end features like spring loaded terminals, and the flexibility to work with 

multiple enclosure types and you have a subwoofer that redefines entry level.

G1 SUBWOOFERS

SureSet™: A simple system that uses blade fuses to both protect the subwoofer from momentary overdrive situations so the 
fuses blow instead of the subwoofer and on Boston dual impedance subwoofers the fuses select the desired impedance.

6 models:

G112-44  12-inch dual 4-ohm (2- or 8-ohm) 
G112-4    12-inch single 4-ohm 
G110-44   10-inch dual 4-ohm (2- or 8-ohm) 
G110-4    10-inch single 4-ohm
G108-44   8-inch dual 4-ohm (2- or 8-ohm) 
G108-4    8-inch single 4-ohmG112 G110

EASY INSTALLATION
	
•	 Shallow depth requirements (4 1⁄4” for the 8-inch, 

4 3⁄4” for the 10-inch and 5” for the 12-inch)

•	 Versatile design works in small sealed, ported  

alignments, and even free air!

•	 Enclosure sizes the same as G3 & G2

•	 Integral sealing gaskets

•	 Compatible with GTR TunableRadiator™

PERFORMANCE
	
•	 1 3⁄4-inches of peak-to-peak excursion

•	 RadialVent® cooling, patented

•	 SureSet™ fuse protection

•	 2-inch 4-layer voice coil

•	 200 watts RMS power handling

G108


